
 
 

SET Warning
•  Only drill the holes that are required  
   to suit the lock function
•  Ensure lock is removed before drilling 
   any holes
•  Drill each hole from both sides of the 
   door to prevent damage
•  Refer door furniture instructions for    
   additional installation details.

From finished floor 
level in accordance 
with relevant 
building codes

From finished floor 
level in accordance 
with relevant 
building codes

MS2600 & MS2900 Series
Mortice Lock Fitting Template

7 x holes - 20mm Ø
90mm deep - suit 60mm backset
125mm deep - suit 95mm backset

2 x pilot holes
2.5mm Ø
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Fold dotted line along edge of door for 95m
m

 backset

Fold dotted line along edge of door for 60m
m

 backset

Align with 
top edge of 
Face Plate

60mm backset

95mm backset

95mm backset

 60mm backset

1 x hole 22mm Ø
for Spindle

(Not required for Nightlatch 
& Deadbolt functions)

1 x hole 22mm Ø
for Spindle
(Not required for Nightlatch 
& Deadbolt functions)

2 x holes 
20mm Ø
For cylinders 

1 x holes 
22mm Ø
For Turnknob 

2 x holes 
20mm Ø
For cylinders 

1 x holes 
22mm Ø
For Turnknob 


